
 

 

 

MultiFeeder  
Feeding Systems 

 
MultiFeeder Control Software´s main philosophy 
is to offer our users maximum flexibility in organizing 
the feeding process. 

 
Of particular interest is the possibility of simultaneously feeding as 
many cultivation units as desired, allowing greater efficiency and 
cost reduction. 

 
In general, it can deliver small doses of feed with a high frequency, 
achieving maximum efficiency throughout the entire production 
cycle. 
 
Highlighted Advantages: 
✓ Prevents the feed from being lost 
✓ Keeps permanent state of satiety 
✓ Removes competitive stress 
✓ Gentle physical pellets treatment: no dust – no breakage 
✓ Intuitive, user-friendly software.



 

 
 

  Feeder types 
 

- First Feeding 
Up to 3.5 mm pellet size 

 

- Pre-Grow 
Up to 6.0 mm pellet size 

 

- On Land Growing 
Up to 12 mm pellet size 
 

- Sea Water Growing 
Up to 14 mm pellet size 
 



 
 

First Feeding 
Individual Feeder R2U2 STARTER 
- Hopper Capacity: 5 Lt Standard, customizable according to project 
- Dosing between 0.1 y 1.25 gr/sec 
- Mini Blower incorporated, adjustable power 
- Expandable arm and adaptable nozzle according to pond type 
- Electricity consumption of 60W, 24V 
- Centralized control to manage all Center equipment 
- Standard model: motionless horizontal feed distribution 
- Special model: arm with nozzle has horizontal mobility 



 

 
 

Pre-Grow 
Modular Centralized System MICRO +4 
- Each Module has 4 outputs 
- Maximum dose frequency per Tank/pond: every 40 sec 
- Dose size between 3 y 300 g 
- Two feed types available (standard design) 
- Pellet size up to 6mm 
- Low energy consumption: electric blowers 
- Up to 8 modules MICRO+4 per hopper: 32 pipes in total 

 



 

 
 

On Land Growing 
Modular Centralized System MICRO +2 
- Each Module has 2 outputs 
- Maximum dose frequency per Tank/pond: every 30 sec 
- Dose size between 3 y 300 g 
- Two feed types available (standard design) 
- Pellet size up to 12 mm 
- Low energy consumption: electric blowers 
- Up to 8 modules MICRO+2 per hopper: 16 pipes in total 

 



 

 
 

At Sea Growing 
Centralized System 
- Number of simultaneous feeding lines as needed 
- Highest frequency dose per cage: every 30 sec 
- Dosage between 60 y 1000 g/sec 
- Standard feeding rates between 120 g and 25 Kg/min 
- Pellet size up to 14 mm 

 
 
 
 
 
 
 


